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S100-- ( START ) 



S200 — 


ATTACH FIRST ADAPTER ON NON-ADJUSTING COMPONENT 
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S300— - 


PLACE DIGITAL PROTRACTOR ON FIRST ADAPTER 
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S400~- 


MEASURE PITCH AND ROLL 
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S500— - 


PLACE FIRST LINE GENERATING LASER HOLDER 
ON FIRST ADAPTER 



FIG. 6 



S600— — 


ATTACH SECOND ADAPTER ON ADJUSTING COMPONENT 
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PLACE THE SECOND LINE GENERATING LASER HOLDER 
ON SECOND ADAPTER 








S800 — 


TURN ON BOTH LINE GENERATING LASER HOLDERS 








S900 — 


MEASURE THE DISTANCE BETWEEN THE LINES GENERATED 
BY THE LASER HOLDERS 








S1000 — 


COMPARE THE MEASUREMENTS TO DETERMINE AZIMUTH 








S1100 — 


ADJUST THE ADJUSTING COMPONENTS TO PRODUCE 
THE SAME MEASUREMENT 
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S1200~ 


PLACE THE DIGITAL PROTRACTOR ON THE SECOND ADAPTER 








S1300 — 


MEASURE PITCH AND ROLL ON THE SECOND ADAPTER 
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